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 kg  1000  1500  1000  1500
 mm  600  600  600  600

 mm  36  40  36  40
 (  x ) mm  1070 x 100  1070 x 100  1070 x 100  1070 x 100

 mm  500  500  500  500
 mm  660  660  740  740
  /  o / o  3 / 5  3 / 5  2 / 3  2 / 3

 mm  1700  1700  1740  1740
AST , 

 800 x 1200 mm 
1200 mm  mm  2800  2800  2800  2800
800 mm  mm  2850  2850  2850  2850

 kw / V
 kw / V

 Ah / V

 5 / 48
 2.2 / 48
 400/48

 8.2 / 48
 2.2 / 48
 400 / 48

 5 / 48
 2.2 / 48
 400 / 48

 8.2 / 48
 2.2 / 48
 400 / 48

 (  /  )        km / h
              mm / s
              mm / s

 7 / 7.2
 190 / 200
 500 / 400

 7 / 7.2
 190 / 200
 500 / 400

 7 / 7.2
 190 / 200
 500/ 400

 7 / 7.2
 190 / 200
 500 / 400

         Hz / V
              A / V

 50 / 380
 50 / 48

 50 / 380
 50 / 48

 50 / 380
 50 / 48

 50 / 380
 50 / 48

 (  x  )         mm
              mm

 250 x 80
 280 x 100

 250 x 80
 280 x 100

 250 x 80
 280 x 100

 250 x 80
 280 x 100

  x  mm  1020 x 2360  1020 x 2360  1100 x 2390  1100 x 2390
 3000 mm  mm  3800  3800  3800  3800

 mm  2086  2086  2086  2086
 kg  2140  2540  2200  2400
  201 224 47  201 224 48  201 224 51  201 224 52

 5000 mm  mm  5800  5800  5800  5800
 mm  2240  2240  2240  2240

 kg  2540  2740  2600  2800
  201 224 49  201 224 50  201 224 53  201 224 54

  600 mm,  600 mm 

 

 

 

 

 

 

  7.4 

210 kg

300 kg

730 kg
5000

600 1000 mm

(mm)

1000 kg
3000

1 T  (  )

300 kg

460 kg

950 kg
5000

600 1000 mm

(mm)

1500 kg
3000

1.5 T  (  )

NEW
1500 kg

474
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