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1130 kg

1550 kg

1200 kg6000

600 700 mm

(mm)

1900 kg4500

2 T  (  )

1230 kg

1700 kg

1600 kg6000

600 700 mm

(mm)

2100 kg4500

2.5 T  (  )      

 T  2  2.5   
 mm  500  500

  x  x  mm  1070 x 122 x 40  1070 x 122 x 45
 mm  465  465

 mm  1500  1500
 /   kg  4400 / 800  5400 / 900

 kg  1000 / 2200  900 / 2950
 (  x  )  mm  7 x 12 - 12 PR  7 x 12 - 12 PR

 mm  18 x 7 - 8 - 14 PR  18 x 7 - 8 - 14 PR
 mm  960 / 950  960 / 950

 mm  +100 / -100  +100 / -100
 mm  2110  2110

 mm  1020  1020
 mm  560  560
 mm  890  890

 mm  125  125
 mm  125  125

 mm  2080  2100
 1200  mm  3810  3830

 800  mm  3940  3960
 mm  0  0

  /   km / h  12.0 / 12.5  12.0 / 12.5
 mm / s  240 / 450  240 / 450
 mm / s  440 / 440  440 / 440

  /   ( 60  ) N  15 / 10  15 / 10
 ( 5  ) N  20 / 15  20 / 15

  /  30  %  12 / 15  12 / 15
 ( 5  ) %  15 / 20  15/20

  10   /  s  6 / 5  6/5
 kw  2 x 5.5  2 x 5.5
 kw  8.6  8.6

 V /Ah  48 / 620  48 / 620
 kg  1060  1060

 bar  120  120
  mm  3445  3470

 mm  2375  2400
 mm  1150  1150
 3   mm  3990  3990

 mm  2085  2085
 mm  160  160

 /  o  6 / 12  6 / 12
 kg  4130  4300
  201 202 73  201 210 84

 4.5   mm  5490  5490
 mm  2060  2060

 mm  1390  1390
 /  o  6 / 6  6 / 6

 kg  5350  5450
  201 210 64  201 210 66

 6   mm  6990  6990
 mm  2610  2610

 mm  1990  1990
 /  o  3 / 6  3 / 6

 kg  6550  6650
  201 210 65  201 210 86
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2500 kg

479
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: 400-888-3018
: export@noko.com
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